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Specification The Relationship for Open Circuit Voltage
Nominal Voltage 6V and Residual Capacity (25°C)
Capacity(20HR, 25°C) 4.5Ah 7.00
Length 70mm (2.76inch) 875 (25°CIT7°F)
- = 650
- Width 47mm (1.85inch) 3 —
Dimension : g 0% —
Height 101mm (3.98inch) S 600 —
Total Height 107mm (4.25inch) 3 575
) S 550
Approx. Weight 0.75kg (1.65lbs) g
8 525
Characteristics 5-000 2 0 m m 0
20 hour rate . Residual Capacity (%)
Capacity 20C 10 hour rate 4.5Ah o en (25')
arging Characteristics
(6801) To 5 hour rate 3.75Ah ging
Vol
1.70V/Cell 1 hour rate 3.02Ah Chargod Current Voltage
15 min rat 2.11Ah wp Y
(e : Discharge:100%  Charge voltage:2.30V/cell
Internal resistance(Fully charged, 25°C) Approx. 25m Q zg 0257 7 5ol Temperature:25°C  Charge current:0.20CA
. 40C 102% " 0.20 200 Charged volume
Capacity = 60 0.15 GSU;J Charge voltage
affected by 25¢C 100% w0 010 T
temperature 0°C 85% 6.00 _
20HR 20 L 0.05F ¢ ool Charging current
(PR 5C 65% ol o
0 2 4 6 8 10 12 14 16 18 20
3 month Remaini ity: 919 Charging time (hours
Self-discharge - : emaining Capacity: 91% ging ( )
. mont Remaining Capacity: 82% -
(25°C) Ul e Cycle Life(25°C)
12 month Remaining Capacity: 65% 120
Nominal operating temperature 25°C £3C(77°F £5°7T) 100

Operating temperature range
Float charging voltage(257C)
Cyclic charging voltage(25C)
Maximum charging current
Terminal material

Maximum discharge current

-15°C~50C(5°F ~122°F)
6.80t06.90V
7.25t07.45V

1.35A
Copper
68A(5 Sec.)

Constant Current Discharge Characteristics (A, 25°C)

FVITIME 5min  10min  15min  30min  60min
480V 16.2 108 8.80 4.80 3.10
510V 154 10.3 845 465 3.02
540V 145 9.6 8.03 447 2.92

3h 5h 10h 20h
112 0.76 0.45 0.23
110  0.75 0.45 0.23
1.06 0.74 0.44 0.22
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Number of cycles(cycles)

10min 15min  30min  60min 3h 5h
60.9 501 275 179 6.65 454
581 481 26.6 175 6.53 448
544 457 256 16.9 6.30 442

Constant Power Discharge Characteristics (Watt, 25°C)

10h 20h
2.70 1.38
2.70 1.38
2.64 1.32
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